
“The Tecniplast System guarantees reduced
maintenance and provides an optimal environment”.

• Superior Materials

• Unique Technical Features

• User Friendly Design

• Monitoring System
with Automated Maintenance Reminders

• Flexibility



1/Superior Materials
At Tecniplast we use only the finest materials in the construction of our
equipment. Our equipment is designed and manufactured by us in our factory
in Italy allowing us to maintain the highest level of quality control in the industry.

2/Rack Construction
Ergonomic design provides convenient access to each level. The coated 316 L
stainless steel rack members provide timeless support to your system. Each shelf
is equipped with dark bottom and dark top for the best animal welfare.

3/Unique Technical Features
At Tecniplast we designed and developed an innovative solution to water
delivery at tank level. Our “push and pull” valve with fine tune flow control
prevents accidental water loss and allows for the end user to adjust flow to each
tank. Each valve has a visual indicator which allows the operator to see at a
glance if a tank has the proper water flow or is static. Many of our systems come
standard with a unique pressure equalizer to guarantee consistent flow at each
tank level.

4/Optimal Water Quality
The correct management of a recirculating system is able to guarantee safe and
consistent water quality levels, which are directly related to the health of your
animals. The XenopLus system is able to trigger alarms related to the main
chemical and physical water quality parameters, pH probe calibration,
conductivity probe calibration, filter replacement, and UV bulb life.

5/Safety and Security
All water quality parameters are constantly displayed 24 hours a day on the
touch screen system controller which is available on all XenopLus systems.
The water parameter settings are password protected to allow only authorized
staff access to this important function. Our water change is completed over a 24
hour period to provide the most consistent water quality and avoid sudden
changes to the environment.  Low level water protection prevents equipment
damage and further protects your animals.

6/Flexibility at Tank Level
The XenopLus tanks are available in 13.4L and 27.0L sizes. Each tank meets or
exceeds housing guidelines while providing excellent design features. Tank color
provides optimal environment for animal health, reduces algae growth, and the
smooth corners help prevent injury. Tanks are easily accessed while on system
through the sliding lid feature. Internal standpipe design allows for routine debris
removal and easy tank draining while on system. Each tank is capable of
accommodating all life stages with available drain attachments (drain cover).

7/Flexibility at System Level
Tecniplast has the right system to meet your needs today and as you grow
tomorrow. From Stand Alone systems through larger serial rack systems you can
take advantage of the benefits of our experienced design team. Our life support
equipment is contained on independent rack systems reducing equipment
vibration to the animal. We provide increased capabilities through our unique
Multilinking product. This gives you the ability to expand your housing as
needed! At the heart of our Multilinking system is the innovative Water
Treatment Unit (WTU). Systems are available with integrated chiller and/or
heating units reducing overall floor space needs and expanding your
environmental parameter options.

8/Easy Maintenance
Replacement of filters no longer requires the operator to shut the system down.
Each system is provided with a bypass valve to allow the operator to quickly and
easily complete routine maintenance. This bypass valve redirects water around
the mechanical and chemical filtration areas directly to the UV unit. This quick
and easy process requires no special tools and prevents water loss. The unique
filter body design is the only one which allows for great reduction of water
spillages while changing the filters. No tools are needed anymore.

9/Layout and 3D Modeling Services
Layout and 3D modeling services are provided FREE OF CHARGE and add a
valuable visual tool to the design process. Ask for your facility layout now, from
a simple stand-alone to multiple racks system!

Superior Materials

Rack Construction

Unique Technical Features

Optimal Water Quality

Xenoplus - Amphibia Housing System



Flexibility at Tank Level

Safety and Security

Flexibility at System Level

Layout and 3D Modeling Services

Easy Maintenance

Stand Alone Unit (9 tanks)
XP09B100SACP (W x L x H) - mm / inch:
806 x 1816 x 1876 (1914 with castors) / 31.75 x 71.46 x 73.86 (75.35 with castors)

Stand Alone Unit (12 tanks)
XPF12B100SACP (W x L x H) - mm / inch:
665 x 1816 x 1876 (1914 with castors) / 26.16 x 71.46 x 73.86 (75.35 with castors)

Multilinking Rack (9 tank rack)
XP09B100CP (W x L x H) - mm / inch:
725 x 1520 x 1876 (1914 with castors) / 28.54 x 59.84 x 73.86 (75.35 with castors)

Multilinking Rack (12 tank rack)
XPF12B100SACP (W x L x H) - mm / inch:
600 x 1520 x 1876 (1914 with castors) / 32.62 x 59.84 x 73.86 (75.35 with castors)
XPWTU001R (chilled)* (W x L x H) - mm / inch:
940 x 1067 x 1967 (2010 with castors) / 37.00 x 42.00 x 77.44 (79.15 with castors)

*available also as XPWTU001 (without chiller)

TECHNICAL SHEET

13.4L

Drain Cover

27.0L



Related Products
To maximise operational efficiency and learn
more about these products contact your local
representative.
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At Tecniplast we realize that your time is important. Throughout our global bases we
maintain a complete inventory of spare parts and consumable items to fully support
our clients and reduce potentially dangerous costly time delays in response and
delivery.

Options
• Rack (Stand alone and Multilinking) with sliding system for tanks.

Accessories
• Drain Cover.

Consumables
• Pre-filter pad for Multilinking  configuration (30 per pack).

• Pre-filter pad for  Stand-Alone racks (30 per pack).

• Fine mechanical  cartridge (MB), 20 µm (40 per pack).

• Fine mechanical  cartridge (MB), 50 µm (40 per pack).

• Fine mechanical  cartridge pleated, 20 µm (50 per pack).

• Fine mechanical  cartridge pleated, 50 µm (50 per pack).

• Activated carbon  bags for Stand-Alone racks (12 per pack).

• Activated carbon bags  for Multilinking configuration (6 per pack).

• UV bulb for  Multilinking configuration.

• UV bulb for  Stand-Alone racks.

• “Instant Ocean” Synthetic Sea salts (Net weight 2 Kg).

• “Instant Ocean” Synthetic  Sea salts (Net weight 4 Kg).

• “Instant Ocean” Synthetic Sea salts (Net weight 25 Kg).

(We maintain a complete inventory of spare parts and consumables items locally to
fully support our clients).

For more information or discuss the XenopLus System simply contact a member of our
expert team (see details below).

HEADQUARTERS

ITALY | Tel. +39 0332 809711 • www.tecniplast.it • E-mail: tecnicom@tecniplast.it
SISTER COMPANIES

AUSTRALIA/NEW ZEALAND | Tel. + 61 2 8845 6500 • www.tecniplast.it • E-mail: info@tecniplast.com.au
FRANCE | Tél. 04 72 52 94 41 • www.tecniplast.fr • E-mail: info@tecniplast.fr
GERMANY | Tel. 08805 921320 • www.tecniplast.de • E-mail: info@tecniplast.de
UNITED KINGDOM | Tel. 0845 0504556 • www.tecniplast.it • E-mail: info@tecniplastuk.com
JAPAN | Tel. + 03 5770 5375 • www.tecniplast.it • E-mail: info@tecniplastjapan.co.jp
USA/CANADA | Toll Free: 877.669.2243 • www.tecniplastusa.com • E-mail: info@tecniplastusa.com
To find your local distributor, please visit www.tecniplast.it

ISO-9001 - Cert. n° 0875 ISO-14001 - Cert. n° 0256A/0

Tecniplast aquatic
solutions: ZEBTEC
Zebrafish housing
system also available. 

650 Series
Cabinet Washer.
High troughputs rates,
short cycles and
environmental friendly.

Tecniplast reserves the right to change or modify product and or specifications without notice or obligation.
Xenoplus is a Tecniplast trademark.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /sRGB
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 100
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 100
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /ITA <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


